
                    PLAN COMMISSION AGENDA 
                 Thursday, April 9, 2026 - 6:00 pm 

                    Town Hall - 1900 W. Grand Chute Blvd. 
 
 
 

 

 

1. Roll Call. 

2. Pledge of Allegiance.  

3. Approval of Agenda. 

4. Approval of Minutes – March 3, 2026 meeting.  

5. Public input pertaining to Agenda items.  

6. Public Hearing #1 – Rezoning (Z-01-2026) requested by True North Energy, LLC and 813 Holdings, 
LLC, to rezone property located at 120 – 230 S. McCarthy Road from CL Local Commercial District to 
CR Regional Commercial District. Action: Hear testimony/close hearing. 
 

7. Rezoning (Z-01-2026) – Requested by True North Energy, LLC and 813 Holdings, LLC, to rezone 
property located at 120 – 230 S. McCarthy Road from CL Local Commercial District to CR Regional 
Commercial District. Action: Recommend approval/denial of Z-01-2026. Ordinance O-04-2026. 
(TOWN BOARD ACTION 4/9/2026). 

 
8. Final Plat (FP-02-2026) – Requested by the Greater Fox Cities Habitat for Humanity for Habitat’s Gillett 

Street Plat, creating 3 additional single-family residential lots on property located at 3822 N. Gillett 
Street. Action: Recommend approval/denial of FP-02-2026. (TOWN BOARD ACTION 4/9/2026) 

 
9. Adjournment. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Public Notice:  Agendas are posted in the following locations:  Town Hall bulletin boards & Town website www.grandchutewi.gov 2015 Wisconsin Act 
79 allows the publication of certain legal notices on an Internet site maintained by a municipality.  This law allows these types of legal notices to be 
posted in one physical location in the jurisdiction (instead of three) if also placed on an Internet site maintained by the local government. 
Special Accommodations:  Requests from persons with disabilities who need assistance to participate in this meeting should be made to the Clerk’s 
Office at (920-832-5644) with at least 24-hour notice. 
Notice of Possible Quorum:  A quorum of the Town Board, Sanitary Districts, Board of Review, Community Development Authority, Licensing 
Committee, Parks Commission, Joint Review Board, Zoning Board of Appeals and/or Police and Fire Commission may be present at this meeting for 
the purpose of gathering information and possible discussion on items listed on this agenda.  However, unless otherwise noted in this agenda, no 
official action by the Town Board, Sanitary Districts, Board of Review, Community Development Authority, Licensing Committee, Parks Commission, 
Joint Review Board, Zoning Board of Appeals and/or Police and Fire Commission will be taken at this meeting. 

 

Livestream the meeting on YouTube at: 
https://www.youtube.com/@townofgrandchute2739/streams 

 

http://www.grandchutewi./
https://www.youtube.com/@townofgrandchute2739/streams
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GRAND CHUTE PLAN COMMISSION MINUTES 
March 3, 2026 

 
Audio and video recordings meetings are available online at grandchutewi.gov through the following link: 
https://www.youtube.com/@townofgrandchute2739/streams  
 
 
Members Present: Chair Brad Gehring, Commissioners Tim Bantes, John Weber, Cheryl Ulrich, Ron 
Torrance, Mary Klasen and Dave Schowalter. 
Members Absent: Commissioner Pam Crosby.  
 
Also Present: Greg Peterson, Interim Town Administrator; Nick VandeHey, McMahon Engineer; Jim 
Hawbaker, Systems/Network Engineer; Tanner Russell, Town Planner; Tracy Olejniczak, Community 
Development Administrative Assistant; other interested parties, sign-in sheet = 6, audience = 8. 
 
1. ROLL CALL 

 
Chair Gehring opened the meeting at 6:00 p.m. and roll call was taken. 

 
2. PLEDGE OF ALLEGIANCE 

 
3. APPROVAL OF AGENDA  

Motion (Ulrich/Torrance) to approve the agenda. Motion carried, all voting aye.  
 
4. APPROVAL OF MINUTES – FEBRUARY 17, 2026 MEETING. 

 
Motion (Torrance/Weber) to approve the February 17, 2026 Plan Commission minutes. Motion 
carried. (Bantes abstained as he was not present) 

 
5. PUBLIC INPUT PERTAINING TO AGENDA ITEMS. There was no public input. 
 
6. PRELIMINARY PLAT (PP-01-2026) – REQUESTED BY MENARD, INC., 5110 W. INTEGRITY WAY, 

FOR PRELIMINARY PLAT OF MENARDS GRAND CHUTE SUBDIVISION. 
 
In response to a question from Commissioner Torrance regarding traffic and the N. McCarthy Road 
corridor, Planner Russell stated that road work including intersection improvements was planned for 
2027.  

 
Motion (Ulrich/Klasen) to recommend approval of Preliminary Plat of Menards Grand Chute 
Subdivision (PP-01-2026). Motion carried, all voting aye. 

 
7. FINAL PLAT (FP-01-2026) – REQUESTED BY MENARD, INC., 5110 W. INTEGRITY WAY, FOR 

FINAL PLAT OF MENARDS GRAND CHUTE SUBDIVISION. 
 

Motion (Torrance/Ulrich) to recommend approval for Final Plat of Menards Grand Chute 
Subdivision (FP-01-2026). Motion carried, all voting aye. 

 
8. SITE PLAN (SP-04-2026) – REQUESTED BY MENARD, INC., ON BEHALF OF ALDI, INC., 5110 W. 

INTEGRITY WAY, FOR CONSTRUCTION OF A NEW RETAIL GROCERY STORE AND 
ASSOCIATED SITE IMPROVEMENTS. 

 

https://www.youtube.com/@townofgrandchute2739/streams
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Planner Russell noted there was a typo on Agenda Item 8. After consultation with the Town Attorney, 
it was determined that a simple verbal correction was appropriate. Planner Russell also provided a 
summary of the proposed project.  
 
Motion (Torrance/Schowalter) to approve Site Plan SP-04-2026 requested by Menard, Inc., on 
behalf of Aldi, Inc., 5110 W. Integrity Way, for construction of a new retail grocery store and 
associated site improvements, subject to Town Engineer approval of the Stormwater 
Management and Erosion Control Plans. Motion carried, all voting aye. 
 

9. CERTIFIED SURVEY MAP (CSM-03-2026) – REQUESTED BY IONE J. BERG FAMILY TRUST, ON 
BEHALF OF THE TOWN OF GRAND CHUTE, 3120 N. CASALOMA DRIVE, FOR A LOT-SPLIT 
CERTIFIED SURVEY MAP WITH EASEMENT DEDICATION TO THE TOWN OF GRAND CHUTE. 

 
Motion (Ulrich/Schowalter) to recommend approval of Certified Survey Map (CSM-03-2026). 
Motion carried, all voting aye. 
 

10. Adjournment. 
 

Motion (Klasen/Weber) to adjourn the Plan Commission meeting at 6:12 p.m. Motion carried, all 
voting aye. 
 

Respectfully Submitted,  
Tracy Olejniczak/MP 
Community Development Administrative Assistant 















"HABITAT'S GILLETT STREET PLAT"
BEING ALL OF LOT 1 OF CERTIFIED SURVEY MAP NUMBER 5331 AS RECORDED IN DOCUMENT NUMBER 1705644, LOCATED IN THE NORTHEAST 1/4 OF THE

NORTHWEST 1/4 OF SECTION 15, TOWNSHIP 21 NORTH, RANGE 17 EAST, TOWN OF GRAND CHUTE, OUTAGAMIE COUNTY, WISCONSIN.
PROPERTY OWNER OF RECORD: GREATER FOX CITIES AREA HABITAT FOR HUMANITY, INC., A WISCONSIN CORPORATION

PARCEL NUMBER: 101062501
DOCUMENT NUMBER: 2339646

SITE ADDRESS: 3822 N GILLETT STREET, APPLETON, WI 54913
ZONING(EXISTING AND PLANNED): RSF SINGLE-FAMILY RESIDENTIAL DISTRICT

TOTAL AREA: 1.6673 ACRES

EVERGREEN D
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E (8
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LOT 2
CSM#5333

LOT 3
CSM#5333

LOT 1

LOT 2

LOT 3

LOT 4

NORTH 1/4
CORNER OF
SECTION 15-21-17

NORTHWEST
CORNER OF
SECTION 15-21-17

NORTH LINE OF THE NORTHWEST 1/4 OF SECTION 15-21-17

LEGEND:
= 11

4" X 18" O.D. ROUND IRON PIPE SET,
   WEIGHING 1. 68 LBS. PER LIN. FT.
= 3/4" SOLID ROUND IRON REBAR FOUND
= 11

4" O.D. ROUND IRON PIPE FOUND
= BERNTSEN MONUMENT  FOUND
= RECORDED AS  BEARING OR DISTANCE
= WELL

NOTES:
-FIELD SURVEY DATE: 7/14/2025
-ALL ELEVATIONS ARE REFERENCED TO THE NAVD 88 DATUM.
-THIS FINAL PLAT IS SUBJECT TO ALL OF THE REQUIREMENTS OF § 475-15E OF THE CODE OF THE TOWN OF GRAND CHUTE. THE SUBDIVIDER,
FOR HIMSELF AND HIS ASSIGNS, SHALL BE RESPONSIBLE FOR ALL MUNICIPAL IMPROVEMENTS, INCLUDING ASPHALT SURFACE STREETS,
GRAVELED ROAD SHOULDERS OR CURB AND GUTTER, SEWER AND WATER, SEWER LIFT STATIONS, STORM SEWERS, DEDICATED CLEAR
WATER DRAINAGE EASEMENTS, AND STREETLIGHTING. PURSUANT TO § 475-15E OF THE CODE OF THE TOWN OF GRAND CHUTE, THE TOWN OF
GRAND CHUTE RESERVES THE RIGHT TO WITHHOLD BUILDING PERMITS FOR THIS SUBDIVISION IF THE ABOVE-STATED MUNICIPAL
IMPROVEMENTS HAVE NOT BEEN COMPLETED BY THE SUBDIVIDER ACCORDING TO THE TERMS AND CONDITIONS OF § 475-15E. UTILITY
CONNECTION FEES (AS LISTED ON THE TOWN FEE SCHEDULE) FOR SEWER, WATER AND STORM SERVICES SHALL BE PAYABLE BY EACH LOT
WITHIN THE PLATTED SUBDIVISION TO THE TOWN OF GRAND CHUTE SANITARY DISTRICTS. FURTHERMORE, A SPECIAL STREETLIGHTING
CHARGE, IN ACCORDANCE WITH THE PROCEDURES LISTED UNDER § 57-21, SPECIAL CHARGES FOR CURRENT SERVICES, SHALL BE ASSESSED
ANNUALLY TO PROPERTY OWNERS OF EACH BUILDABLE LOT WITHIN THE SUBDIVISION FOR THE ENERGY AND FACILITY MAINTENANCE COSTS
OF STREETLIGHTING WITHIN THE TOWN. ANY COSTS DUE TO STREETLIGHTING IN EXCESS OF THE STANDARDS WITHIN THE STREETLIGHTING
POLICY, AS REQUESTED BY THE SUBDIVIDER OR PROPERTY OWNERS, SHALL BE ASSESSED DIRECTLY TO THE ABUTTING PROPERTY OWNERS.
-THE PROPERTY OWNERS, AT THE TIME OF CONSTRUCTION, SHALL IMPLEMENT THE APPROPRIATE SOIL EROSION CONTROL METHODS
OUTLINED IN THE WISCONSIN CONSTRUCTION SITE EROSION AND SEDIMENT CONTROL TECHNICAL STANDARDS (AVAILABLE FROM THE
WISCONSIN DEPARTMENT OF NATURAL RESOURCES) TO PREVENT SOIL EROSION. THIS PROVISION APPLIES TO ANY GRADING,
CONSTRUCTION, OR INSTALLATION-RELATED ACTIVITIES.

NORTH IS REFERENCED TO THE NORTH LINE OF THE
NORTHWEST 1/4 OF SECTION 15, TOWNSHIP 21 NORTH,
RANGE 17 EAST, TOWN OF GRAND CHUTE, OUTAGAMIE
COUNTY, WISCONSIN, WHICH BEARS S88°06'41"E PER

THE WISCONSIN COUNTY COORDINATE SYSTEM
(OUTAGAMIE COUNTY)

LOT 2
CSM#5331

LOT 2 CSM
#5331

LOT 2 CSM
#5331

SHOWING THE NORTHWEST 1/4
OF SECTION 15, TOWNSHIP 21

NORTH, RANGE 17 EAST, TOWN
OF GRAND CHUTE, OUTAGAMIE

COUNTY, WISCONSIN.

VICINITY MAP:
NOT TO SCALE

There are no objections to this plat with respect to 
Secs. 236.15, 236.16, 236.20 and 236.21(1) and (2),
Wis Stats. as provided by s. 236.12, Wis. Stats.

Certified __________________, 20_____

Department of Administration
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Revision Schedule

No. Date Description

A 02/18/26 PRELIM FOR REVIEW

PRELIMINARY  NOT FOR CONSTRUCTIONPRELIMINARY  NOT FOR CONSTRUCTION

PRELIMINARY  NOT FOR CONSTRUCTIONPRELIMINARY  NOT FOR CONSTRUCTION
NEW LIGHT-DUTY
CONCRETE PAVEMENT
SEE DETAIL 7/C6.0

NEW HEAVY-DUTY
CONCRETE PAVEMENT
SEE DETAIL 8/C6.0

NEW GRAVEL/AG-LIME
SEE DETAIL 4/C6.0

SYMBOL LEGEND

SITE PLAN

NOTE: THE CONCRETE JOINTS ARE SHOWN ONLY FOR
GENERAL REFERENCE TO SIGNIFY LIGHT-DUTY
CONCRETE PAVEMENT. ACTUAL JOINTS SHALL BE
CONSTRUCTED PER PROJECT SPECIFICATIONS.

EASEMENT LINE
RIGHT-OF-WAY LINE

PROPERTY LINE

GENERAL

SETBACK LINE

C2.0

SITE DATA
TOTAL SITE AREA 1.67 ACRES (72,628 SF)

TOTAL DISTURBED AREA 0.55  ACRES (24,000 SF)

EXISTING BUILDING 5,340 SF
EXISTING PAVEMENT 1,500 SF
EXISTING GRAVEL 8,968 SF
TOTAL EXISTING IMPERVIOUS 15,808 SF (21.8 %)
TOTAL EXISTING PERVIOUS 56,820 SF

BUILDING AREA FOLLOWING ADDITION 10,632 SF
PAVEMENT AREA FOLLOWING ADDITION 3,556 SF
GRAVEL AREA FOLLOWING ADDITION 3,898 SF
TOTAL PROPOSED IMPERVIOUS 18,086 SF (24.9 %)
TOTAL PROPOSED PERVIOUS   54,542 SF

NOTES
1. ALL WORK PERFORMED SHALL MEET THE STANDARDS OUTLINED IN THE ENCLOSED PLANS, AS WELL AS THE STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE

CONSTRUCTION (LATEST EDITION) BY THE WISCONSIN DEPARTMENT OF TRANSPORTATION, UNLESS OTHERWISE NOTED.

2. DO NOT SCALE DIMENSIONS FOR BUILDINGS FROM THESE DRAWINGS. SEE ARCHITECTURAL DRAWINGS FOR BUILDING DIMENSIONS.

3. ALL DIMENSIONS ARE FROM BACK OF CURB TO BACK OF CURB, BACK OF CURB TO END OF STALL LINE, OR BACK OF CURB TO PROPERTY LINE, UNLESS
OTHERWISE NOTED. ALL RADII DIMENSIONS ARE TO THE BACK OF CURB, UNLESS OTHERWISE NOTED.

4. PARKING STALL STRIPING SHALL BE 4" WIDE YELLOW OR WHITE PAINT MEETING WISDOT 646.

5. BASE AGGREGATE IS TO BE 1 1/4 " DENSE GRADED BASE, IN ACCORDANCE WITH SECTION 305 AND 301 OF THE WISDOT STANDARD SPECIFICATIONS.

6. THE CONCRETE MIX DESIGN SHALL BE COMPOSED OF PORTLAND CEMENT, COARSE AND FINE AGGREGATE, WATER, AND AN AIR-ENTRAINING ADMIXTURE, AND
SHALL BE PROPORTIONED TO MEET SECTION 415 AND 501 OF THE WISCONSIN STANDARD SPECIFICATIONS FOR CLASS A CONCRETE, OR AS INDICATED ON THE
DRAWINGS.

7. HOT MIX ASPHALT MIX DESIGNS SHALL CONFORM TO SECTION 450,455, 460 AND 465 OF THE WISDOT STANDARD SPECIFICATIONS AND THE FOLLOWING:
7.1. HMA SURFACE COURSE: 5 LT 58-28S
7.2. HMA BINDER COURSE: 4 LT 58-28S

8. THE INSTALLATION OF THE HMA SHALL BE DELAYED UNTIL THE BASE AGGREGATE IS PROOF-ROLLED WITH A FULLY LOADED SIX (6) WHEELED VEHICLE BY
CONTRACTOR, AT HIS EXPENSE, TO THE SATISFACTION OF THE ENGINEER.

9. WHERE NEW PAVEMENT MEETS EXISTING HMA OR CONCRETE PAVEMENTS, A CUT JOINT OF TRANSITIONAL LENGTH NO LESS THAN TEN (10) FEET WILL BE
REQUIRED. THE SUBGRADE SHALL BE GRADED PARALLEL TO THE FINAL SURFACE GRADES AND, AS SUCH, SHALL DRAIN TO THE CURB LINE AND TO THE INLETS
AND CATCH BASINS. POSITIVE DRAINAGE MUST BE ACCOMPLISHED ON THE COMPACTED SUBGRADE OR THE PLACEMENT OF BASE MATERIAL WILL NOT BE
ALLOWED.

10. TIE NEW CURB TO EXISTING CURB WITH 2 #4 BARS (24" LENGTH, 12" ON EITHER SIDE) EPOXIED INTO EXISTING.

11. CONTRACTION JOINTS SHALL BE CONSTRUCTED AT TEN (10) FOOT MINIMUM INTERVALS. EXPANSION JOINTS SHALL BE REQUIRED AT ALL POINTS OF CURVATURE,
AT BOTH SIDES OF ALL DRAINAGE STRUCTURES, AND ALL LOCATIONS WHERE THE SIDEWALK ABUTS THE CONCRETE CURB AND GUTTER.

12. ALL CONCRETE CURB AND GUTTER AND SIDEWALKS SHALL BE CURED WITH W.R. MEADOWS CS-309 CURING COMPOUND, OR APPROVED EQUAL.

13. ALL CONCRETE CURB AND GUTTER AND SIDEWALKS SHALL BE SEALED WITH W.R. MEADOWS T1A44 SEALANT, OR APPROVED EQUAL, IMMEDIATELY AFTER SEVEN
(7) DAYS OF CURING.  APPLICATION SHALL BE AT A RATE OF 300 SQUARE FEET PER GALLON UTILIZING A SPRAYER. THE SURFACE MUST BE THOROUGHLY CLEAN
AND DRY FOR APPLICATION.

14. DRAINAGE FABRIC, IF REQUIRED, SHALL BE NON-WOVEN GEOTEXTILE SPECIFICALLY MANUFACTURED AS A DRAINAGE GEOTEXTILE, MEETING THE MINIMUM
SPECIFICATIONS OF THE WISDOT STANDARD SPECIFICATION 645.

15. SEPARATION FABRIC, IF REQUIRED, SHALL BE WOVEN GEOTEXTILE SPECIFICALLY MANUFACTURED FOR USE AS A SEPARATION GEOTEXTILE, MEETING THE
MINIMUM SPECIFICATIONS OF THE WISDOT STANDARD SPECIFICATION 645.

16. ALL NON-PAVED AREAS DISTURBED OR REGRADED SHALL BE BACKFILLED WITH A MINIMUM OF 6" TOPSOIL AND SEEDED.

1. NO HAZARDOUS MATERIALS WILL BE STORED ON SITE.

2. PROPERTY  IS ZONE SINGLE FAMILY RESIDENTIAL.

3. ALL WORK IN THE RIGHT OF WAY SHALL CONFORM TO
TOWN OF GRAND CHUTE SPECIFICATIONS.

SITE NOTES

0
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Revision Schedule

No. Date Description

A 02/18/26 PRELIM FOR REVIEW

PRELIMINARY  NOT FOR CONSTRUCTIONPRELIMINARY  NOT FOR CONSTRUCTION

PRELIMINARY  NOT FOR CONSTRUCTIONPRELIMINARY  NOT FOR CONSTRUCTION

UTILITY PLAN

TELEPHONE LINE

FIBER OPTIC UNDERGROUND LINE
ELECTRIC UNDERGROUND LINE
ELECTRIC OVERHEAD LINE

TELEPHONE UNDERGROUND LINE
STORM SEWER PIPE
SANITARY SEWER PIPE
NATURAL GAS UNDERGROUND LINE

WATERMAIN PIPE

LIGHT POLE

STORM MANHOLE

FLARED END

CURB INLET

CATCH BASIN

WATER SHUTOFF

GATE VALVE & BOX

HYDRANT

SANITARY MANHOLE

DRAINTILE PIPE

SYMBOL LEGEND

C4.0

1. IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO PERFORM OR COORDINATE ALL NECESSARY UTILITY CONNECTIONS AND RELOCATIONS FROM
EXISTING UTILITY LOCATIONS TO THE PROPOSED BUILDING, AS WELL AS TO ALL ONSITE AMENITIES. THESE CONNECTIONS INCLUDE, BUT ARE NOT
LIMITED TO, WATER, SANITARY SEWER, CABLE TV, TELEPHONE, GAS, ELECTRIC, SITE LIGHTING, ETC.

2. ALL WORK PERFORMED SHALL MEET THE STANDARDS OUTLINED IN THE ENCLOSED PLANS, AS WELL AS THE STANDARD SPECIFICATIONS FOR ROAD AND
BRIDGE CONSTRUCTION (LATEST EDITION) BY THE WISCONSIN DEPARTMENT OF TRANSPORTATION, AND THE STANDARD SPECIFICATIONS FOR WATER
AND SEWER CONSTRUCTION IN WISCONSIN (LATEST EDITION), UNLESS OTHERWISE NOTED.

3. THE ACCURACY AND COMPLETE INCLUSION OF THE LOCATIONS OF EXISTING UTILITIES IS NOT GUARANTEED. THE CONTRACTOR SHALL BE RESPONSIBLE
FOR THE IDENTIFICATION AND PROTECTION OF ALL PRIVATE AND PUBLIC UTILITIES EVEN THOUGH THEY MAY NOT BE SHOWN ON THE PLANS. ANY UTILITY
THAT IS DAMAGED SHALL BE REPAIRED OR REPLACED TO THE SATISFACTION OF THE ENGINEER, OWNER, AND UTILITY OWNER, BY THE CONTRACTOR AT
HIS EXPENSE.

4. THE CONTRACTOR SHALL VERIFY THE ELEVATIONS AT PROPOSED CONNECTIONS TO EXISTING UTILITIES PRIOR TO ANY DEMOLITION OR EXCAVATION.

5. ALL SEWER AND WATER MAIN WHICH FALLS WITHIN THREE (3) FEET OF EXISTING OR PROPOSED HARDSCAPE SURFACES SHALL BE BACKFILLED WITH
TRENCH BACKFILL MATERIAL IN ACCORDANCE WITH WISDOT 209.2 OR 520.2.5.2. THE TRENCH BACKFILL SHALL EXTEND A DISTANCE OF 2'-0" BEYOND THE
HARDSCAPE AND EXTEND DOWN FROM THAT POINT AT A 1:1 SLOPE AWAY FROM THE HARDSCAPE.

6. NEW AND EXISTING STRUCTURES ONSITE SHALL BE ADJUSTED TO FINISHED GRADE PRIOR TO FINAL INSPECTION OF THE WORK. ADJUSTMENTS UPWARD
SHALL BE MADE USING PRECAST CONCRETE ADJUSTMENT RINGS, BUT NO MORE THAN 8" OF RINGS SHALL BE USED. IF THE TOTAL HEIGHT OF
ADJUSTMENT EXCEEDS 8" THEN ADJUSTMENTS SHALL BE MADE BY ADDING/REMOVING COMPLETE BARREL SECTIONS TO ACHIEVE THE DESIRED
ELEVATION. ALL ADJUSTING RINGS SHALL BE SET IN BUTYL ROPE JOINT SEALANT.

7. PIPES OF DISSIMILAR MATERIALS SHALL BE CONNECTED BY "BANDSEAL" CONNECTORS OR APPROVED EQUAL, AS NECESSARY.

8. ALL MANHOLES, CATCH BASINS, AND INLET STRUCTURES SHALL BE PRECAST REINFORCED CONCRETE CONFORMING TO ASTM C-478.

9. INSTALL TRACER WIRE WITH ALL NON-METALLIC PIPING WITH ADEQUATE TERMINATION AT CLEANOUTS, RISERS, AND VALVE BOXES.

10.  ALL SANITARY SEWER AND STORM SEWER LATERALS SHALL BE PROVIDED WITH 3M SCOTCHMARK MODEL 1404-XR WASTEWATER AND 1408-XR
MARKERBALLS OR EQUAL TO PROVIDE LOCATION OF THE SANITARY SEWER AND STORM LATERAL.  ONE BALL SHALL BE PROVIDED AT THE CONNECTION
TO THE MAIN, ONE BALL 2' OFF THE ROW INTO THE ROW, AND ONE BALL AT ALL HORIZONTAL AND VERTICAL BENDS.  MAXIMUM DEPTH OF BURY OF THE
MARKER BALL IS 5 FEET.

UTILITY NOTES

Know what's below.
before you dig.Call

R

STORM SEWERS & SANITARY SEWERS
A. SEWERS SHALL BE POLYVINYL CHLORIDE (PVC) PIPE, SDR 26, CONFORMING TO ASTM D3034 WITH JOINTS CONFORMING TO ASTM D3212 AND ASTM

F477 ELASTOMERIC GASKETS, UNLESS OTHERWISE NOTED.
B. "WATER MAIN QUALITY" PVC SEWER SHALL CONFORM TO ASTM D2241 WITH JOINTS CONFORMING TO ASTM D3139 AND ASTM F477 ELASTOMERIC

GASKETS.
C. REINFORCED CONCRETE PIPE (RCP) SEWERS, WHERE NOTED ON THE PLANS, SHALL CONFORM TO ASTM C76, CLASS IV, WITH CONFINED "O-RING"

JOINTS CONFORMING TO ASTM C443.
D. DUCTILE IRON (DIP) SEWER, WHERE SHOWN ON PLANS, SHALL BE CLASS 52 CONFORMING TO ANSI 21.51 (AWWA C151) WITH "PUSH-ON" OR

"MECHANICAL" JOINTS CONFORMING TO ANSI 21.11 (AWWA C111 AND C600).
E. WHEN CONNECTING TO AN EXISTING SEWER MAIN BY MEANS OTHER THAN A WYE FITTING, TEE FITTING, OR EXISTING MANHOLE, ONE OF THE

FOLLOWING METHODS SHALL BE USED:
· CIRCULAR SAW-CUT OF SEWER MAIN BY PROPER TOOL "SEWER TAP" MACHINE (OR SIMILAR) AND PROPER INSTALLATION OF HUB-WYE

SADDLE OR HUB-TEE SADDLE,
· REMOVE AN ENTIRE SECTION OF PIPE (BREAKING ONLY THE TOP OF ONE BELL) AND REPLACE WITH A WYE OR TEE BRANCH SECTION,
· WITH A PIPE CUTTER, NEATLY AND ACCURATELY CUT OUT DESIRED LENGTH OF PIPE FOR INSERTION OF A PROPER FITTING USING

"BANDSEAL" OR SIMILAR COUPLINGS TO HOLD IT FIRMLY IN PLACE.

WATER MAINS AND SERVICES
A. ALL WATER MAINS AND SERVICE PIPES  GREATER THAN 3" SHALL BE ASTM D1784, TYPE 1, GRADE 1 PVC PRESSURE PIPE MANUFACTURED IN

ACCORDANCE WITH THE LATEST REVISION OF AWWA STANDARD C900.  THE PIPE SHALL BE CLASS 150, SDR 18.  THE OUTSIDE DIAMETERS SHALL
CONFROM TO THE OUTSIDE DIAMETERS OF DUCTILE IRON PIPE FOR VARIOUS SIZES.   "PUSH-ON" OR "MECHANICAL" JOINTS CONFORMING TO ANSI
21.11 (AWWA C111 AND C600) ARE REQUIRED.

B. ALL GATE VALVES, VALVE BOXES, HYDRANTS, CORPORATION STOPS, CURB BOXES, AND CURB STOPS SHALL BE IN ACCORDANCE WITH LOCAL
REQUIREMENTS.

C. ALL TEES, BENDS, HYDRANTS, AND VALVES SHALL BE ADEQUATELY SUPPORTED WITH PEER BLOCKING, SUPPORTED LATERALLY WITH POURED IN
PLACE THRUST BLOCKING AGAINST UNDISTURBED EARTH. ALL FITTINGS SHALL BE INSTALLED WITH RETAINER GLANDS.

D. ALL WATER MAINS SHALL HAVE A MINIMUM DEPTH OF 6'-6". IF COVER REQUIREMENT CANNOT BE MET, INSTALL 2" RIGID POLYSTYRENE INSULATION
WITH A THERMAL RESISTANCE OF AT LEAST 5 AND A COMPRESSIVE STRENGTH OF AT LEAST 25 PSI. INSULATION SHALL BE 8' WIDE, CENTERED
OVER PIPE WITH 6" SAND CUSHION BETWEEN PIPE AND INSULATION.

E. PRESSURE TEST AND DISINFECT ALL NEW WATER MAINS IN ACCORDANCE WITH STATE AND LOCAL REQUIREMENTS.

UTILITY CROSSINGS
A. WATER MAINS AND SERVICES SHALL BE PROTECTED FROM SANITARY SEWERS, STORM SEWERS, IN ACCORDANCE WITH NR 811.74.
B. AT ALL LOCATIONS WHERE A SANITARY OR STORM SEWER CROSSES A WATER MAIN OR SERVICE PIPE, PROVIDE "WATER MAIN QUALITY" SEWER

PIPE WITHIN 10 FEET MEASURED HORIZONTALLY FROM THE POINT OF CROSSING.
C. AT LOCATIONS WHERE WATER MAINS OR SERVICES ARE SHOWN AS CROSSING BELOW STORM OR SANITARY SEWERS, THEY SHALL BE

DEPRESSED BELOW THE MINIMUM COVER DEPTH, AS NECESSARY TO MAINTAIN THE 18" MINIMUM ALLOWABLE CLEAR SEPARATION.

1

KEY NOTES
PROVIDE NEW WAT ER AND SEWER SERVICE FOR EACH NEW
RESIDENCE.  CONNECTION LOCATION SHOWN  IS
APPROXIMATE.  REFER TO 5 AND 6/C6.0 FOR DETAILS.
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EROSION CONTROL
PLAN

C5.0ALL EROSION CONTROL MEASURES TO BE INSTALLED AND MAINTAINED PER WDNR TECHNICAL STANDARDS
(https://dnr.wisconsin.gov/topic/Stormwater/standards)

1. ALL WORK PERFORMED SHALL MEET THE STANDARDS OUTLINED IN THE ENCLOSED PLANS, AS WELL
AS THE STANDARDS AND SPECIFICATIONS OF THE WISCONSIN DEPARTMENT OF NATURAL
RESOURCES, UNLESS OTHERWISE NOTED.  REFER TO C101 FOR ALL TECHNICAL STANDARDS
EMPLOYED AT THIS SITE.

2. THE SWPPP SHALL BE KEPT ONSITE AT ALL TIMES.

3. REFER TO C0.1 FOR INFORMATION REGARDING INSPECTION AND MAINTENANCE OF THE EROSION
CONTROL DEVICES.

4. SITE EROSION CONTROL MEASURES SHALL BE IN PLACE AT ALL TIMES.  SHOULD DEVICES BE
REMOVED TO ACCESS AREAS FOR WORK, THE SHALL BE REINSTALLED AT THE END OF EACH WORK
DAY UNTIL THE PAVEMENTS HAVE BEEN INSTALLED AND ALL LANDSCAPE AREAS HAVE BEEN MULCHED
AND SODDED.  SEEDED AREAS MUST EXHIBIT 70% SOIL COVERAGE.

5. CONTRACTOR SHALL IDENTIFY A CONCRETE WASHOUT AREA ON-SITE.

6. CONTRACTOR SHALL KEEP SUFFICIENT QUANTITIES OF EROSION CONTROL MATERIALS ON SITE FOR
MAINTENANCE AND REPAIR THROUGHOUT THE DURATION OF THE PROJECT.

EROSION CONTROL GENERAL NOTES

1. INSTALL THE TEMPORARY CONSTRUCTION ENTRANCE, AND ALL SILT FENCE/SEDIMENT
LOGS.

2. STRIP TOPSOIL, CONDUCT SITE GRADING

3. INSTALL ALL UTILITY LINES AND PIPING

4. INSTALL EROSION CONTROL DOWNSTREAM OF ANY STOCKPILES, AND WITHIN ANY
SWALES AS THEY ARE CONSTRUCTED.

5. CONSTRUCT BUILDING AND DRIVEWAYS

6. PLACE TOPSOIL, EROSION CONTROL MATTING, AND ESTABLISH VEGETATION

7. REMOVE TEMPORARY EROSION CONTROL MEASURES AFTER VEGETATION IS
ESTABLISHED AND FINISHED SURFACES ARE IN PLACE.

RECOMMENDED CONSTRUCTION SITE SEQUENCING

SILT FENCE OR SILT SOCK (2 OR 3/C6.0)

RIP-RAP / ROCK CONST. ENTRANCE (1/C6.0)

SYMBOL LEGEND

Know what's below.
before you dig.Call
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