TOWN OF GRAND CHUTE
ORDINANCE, SERIES 0-06-2026

AN ORDINANCE AMENDING EXISTING CHAPTER 468 OF THE CODE OF GENERAL
ORDINANCES FOR THE TOWN OF GRAND CHUTE, OUTAGAMIE COUNTY,
WISCONSIN, BY AMENDING SECTION 468-1.

WHEREAS, Chapter 468-1 of the Town of Grand Chute Municipal Code regulates driveways and
culverts; and

WHEREAS, the Town of Grand Chute has determined that the existing provisions within Chapter
468-1 contain driveway width requirements that are restrictive to many residential and commercial property
owners; and

WHEREAS, the proposed revisions increase driveway width requirements providing more
flexibility for residences and commercial property owners.

NOW THEREFORE BE IT ORDAINED by the Town Board of the Town of Grand Chute, that
Chapter 468-1 of the Code of General Ordinances is hereby amended as shown in the attached Exhibit “A”.

Dated this 5™ day of May, 2026
This ordinance shall take effect and be in full force from and after its passage and publication or posting.
I hereby certify that the foregoing ordinance was duly adopted by a majority of the Town Board with a

quorum present at a properly noticed meeting.

Town of Grand Chute

Poat-_ Ematnd
By: Beth English &
Town Chair

EK/@;@" /- M( _

Attest: Kay(a Raatz J
Town Clerk




Exhibit “A”
TOWN OF GRAND CHUTE
ORDINANCE, SERIES O-06-2026

AN ORDINANCE AMENDING EXISTING CHAPTER 468 OF THE CODE OF GENERAL
ORDINANCES FOR THE TOWN OF GRAND CHUTE, OUTAGAMIE COUNTY, WISCONSIN, BY
AMENDING SECTION 468-1.

§ 468-1 Driveways and culverts.

[Amended 12-20-2011 by Ord. No. 2011-30; 3-5-2013 by Ord. No. 2013-05; 8-4-2022 by Ord. No.
2022-13]

A. Approvat Permit required.

(1) No person shall construct, reconstruct, widen, or modify ermaintain any driveway within the
public right-of-way connecting to a Town aeross-any-sidewatkorcturbingorenterany road

without first obtaining a driveway permit from the Town of Grand Chute Department of Public

Works. Direetorof-PublicWorks-ertheirdesigree: The permit shall include review and approval

of any required culvert installation. Driveway and culvert permits and all work shall comply with
the requirements of this chapter and applicable provisions of Chapter 535. Attrew-driveways

(2) The Director of Public Works or their designee shall have authority to approve, condition, or
deny driveway and culvert permits based on compliance with this chapter and accepted
engineering practices.

B. Culverts.
(1) Culvert installation and standards.

(a) General requirement. Culverts shall be installed where required to maintain adequate
drainage within roadside ditches and shall be sized, located, and installed in accordance
with Town standards and accepted engineering practices.

(b) Applicant responsibility. The property owner or applicant shall be responsible for
proposing the culvert size, length, material, and installation details as part of the permit
application. Such proposals shall be based on compliance with this chapter, site
conditions, and accepted engineering practices.

(c) Diameter and materials. Culvert pipes shall have a minimum diameter equivalent to
eighteen (18) inches unless otherwise approved by the Town through the permit based on
site-specific conditions. Culvert materials shall meet Town specifications and applicable
engineering standards.



(d) Length and configuration. Culvert length shall be sufficient to accommodate the
proposed driveway width and provide appropriate side slopes and end treatments to ensure
safe and stable conditions. Culverts shall extend beyond the edges of the driveway surface
by a minimum of two (2) feet on each side and shall not exceed ten (10) feet beyond the
driveway surface on each side, unless otherwise approved by the Town based on site

conditions.

(e) Drainage and grade. Culverts shall be installed to maintain positive drainage and proper
ditch flow. The Town does not prescribe specific grades or lengths but shall review the
proposed installation for adequacy and compliance with accepted engineering practices
and the approved site plan submitted with the permit.

(f) Permit compliance. All culvert installations shall be constructed in accordance with the
approved permit and submitted site plan. Any field changes shall require prior approval
from the Town.

() Special conditions. Culvert installations involving unusual site conditions or exceeding
typical dimensions may be subject to additional review and conditions as determined by

the Town.

(2) Cost, Responsibility, and Inspection

(a) Responsibility for costs. The individuatproperty owner shall be responsible for all costs
associated with the installation, replacement, and maintenance of culverts used to provide

access to their property. pay-thetotatcostofatteutverts:

(b) Installation and inspection. Where a culvert is required, the installation shall be
completed in accordance with the approved permit and shall be subject to inspection by
the Town. Approval of the culvert installation shall be required prior to completion of the
driveway and prior to issuance of any associated building permits, unless otherwise
authorized by the Town.

(c) Maintenance obligation. Property owners shall maintain culverts in a condition that

ensures proper drainage. If a culvert fails or becomes obstructed, the Town may require
repair or replacement, and if the owner fails to act, the Town may perform the work and
assess the cost as permitted by law.

(d) Liability. Approval of a driveway or culvert permit by the Town shall not relieve the
property owner of responsibility for the adequacy of the design or performance of the
installation, nor shall such approval create liability on the part of the Town for drainage or

related impacts.



C. Specifications for driveway construction.

(1) Applicability. The following standards apply to all driveway construction within the Town and
shall be applied based on the use of the property and the type of roadway, unless otherwise
approved by the Director of Public Works or their designee.

(2) Residential properties.

(a) General standards.
(1) Single-family detached shall be limited to one driveway per lot.

(2) Single-family attached (two units or more) are permitted up to two driveways per lot
based on building configuration.

(3) Driveways for single-family detached shall be located entirely on the subject lot.
Shared driveways are not permitted.

(b) Urban residential (curb and gutter) dimensions.

(1) Minimum width at property line: 12 feet



(2) Maximum widths:

(a) 30 feet at the property line and 35 feet at the back of curb (including 2-1/2-foot
flares) for:

[1] Single-family detached
[2] Single-family attached - two units or more (separate driveways)

(b) 40 feet at the property line and 45 feet at the back of curb (including 2-1/2-foot
flares) for:

[1] Single-family attached - two units or more (shared driveway)

(3) Minimum spacing between driveways: 5 feet at the roadway edge.

(c) Rural residential (no curb and gutter) dimensions.
(1) Minimum width at property line: 12 feet
(2) Maximum widths:
(a) 30 feet at the property line and 36 feet at the roadway edge for:
[1] Single-family detached
[2] Single-family attached - two units or more (separate driveways)
(b) 40 feet at the property line and 46 feet at the roadway edge for:

[1] Single-family attached - two units or more (shared driveway)

(3) Minimum spacing between driveways: 10 feet at the roadway edge.

(d) Geometry and alignment.

(1) The angle between the driveway centerline and the roadway centerline shall be not
less than 45 degrees unless otherwise approved.

(2) Return radii shall be contained within the maximum allowable driveway width
established by the Town.



(3) Multifamily, commercial, industrial, and institutional properties.
(a) Number of accesses.

(1) Parcels with less than 200 feet of frontage on a public street shall be limited to one
driveway access unless otherwise approved.

(2) Parcels with 200 feet or more of frontage may be permitted up to two driveway
accesses, subject to Town approvat.

(b) Urban and rural dimensions.
(1) Minimum width at property line: 20 feet

(2) Maximum width: 35 feet at the property line and 45 feet at the back of curb (including
5-foot flares) or roadway edge.

(3) Minimum spacing between driveways: 10 feet at the roadway edge.
(c) Geometry and alignment.

(1) The angle between the driveway centerline and the roadway centerline shall be not
less than 45 degrees unless otherwise approved.

(2) Return radii shall be contained within the maximum allowable driveway width
established by the Town.

(4) Location and spacing requirements.

(a) Location to intersections. Driveways shall comply with the location to intersection
requirements set forth in Chapter 535.

(b) Traffic control and safety. Driveways shall not be located within areas necessary for
traffic control, visibility, or placement of signs or signals as determined by the Town.

(c) Side yard setbacks. Driveways shall be set back a minimum of three (3) feet from side
property lines at the right-of-way line for residential uses and five (5) feet for multifamily,
commercial, industrial, and institutional uses, unless otherwise approved.

Greater setbacks may be required where necessary to comply with other provisions of this
chapter, Chapter 535, or as determined by the Director of Public Works or their designee
based on site conditions, safety, or drainage considerations.




(5) Drainage and culverts. Driveway construction shall not interfere with drainage within the
right-of-way. Where necessary to maintain proper drainage, culverts shall be installed in
accordance with § 468-1B(1). All costs shall be the responsibility of the property owner.

(6) Curb, gutter, and sidewalk requirements.

(a) Driveway construction within curb and gutter sections shall be performed in a neat and
workmanlike manner.

(b) Where curb and gutter is removed or modified, it shall be replaced with eguivalent
material, properly doweled, and restored to Town standards.

(c) Driveway aprons shall not extend into the gutter line or roadway beyond the face of curb.
(d) Sidewalks and trails shall remain continuous across driveways.

(e) In areas with sidewalks or trails, driveway surface material within the right-of-way
between the curb and sidewalk/trail shall be concrete.




(7) Driveway surface requirements.

(a) Applicability. The following requirements apply to all new driveway construction and the
reconstruction, replacement, or modification of existing driveways. Existing driveways are
not required to be brought into compliance unless modified.

(b) Requirements.

(1) Driveways within the right-of-way along urban (curb and gutter) roadways shall be
constructed of asphalt or concrete.

(2) Driveways for single-family residential properties connecting to rural roadways shall
transition appropriately to match roadway conditions. Concrete driveways shall
terminate a minimum of ten (10) feet from the roadway edge, with the remaining portion

constructed of asphalt.

(3) Driveways for rural residential properties connecting to rural roadways shall
transition appropriately to match roadway conditions. Concrete driveways shall
terminate a minimum of ten (10) feet from the roadway edge, with the remaining portion

constructed of asphalt or aggregate.

(8) Workmanship and responsibitity.

(a) All driveway entrances and approaches shall be constructed in a neat, workmanlike
manner.

(b) The permittee shall be responsible for any damage to Town infrastructure or private
property resulting from driveway construction or use.






